
Combinable soil looseners

The Professional’s Choice



Combiplow Solution

The only blade recognized by agronomistsExclusive technology

PerformanceEconomyAgronomy

- No disturbance of horizons
- Vertical fissuring by the creation of a wave
- Facilitate crop growing and the capilary rises

Silver Gold

Common characteristics :     TCS blade 650  /  Bolt security  /  Signalisation of serie  /  Crutch : to secure manipulations  /  Front coupling cat.2 or 3  /  Back coupling : perfect parallelogram  /  Carbide tip series

Maximum compactness : 29 cm

80 cm

Max. load
2 500 kg

Drainage

Capillary

Root-development - Water supply

Straight blades

Maximum compactness : 37,5 cm

80 cm

Max. load
1 500 kg

Frame
160x160 mm

Frame
160x160 mm

- Homogeneous soil loosening on the entire width
- Without «blockage effect»

- Without creation of clods

- Decreases the time of intervention
- Control the loads of setting-up
- Fissuring and crop growing at the same time

PATENTED

Machine presented in 3 m Machine presented in 3 m

1 driver
1 passage
1 tractor



Working depth from 10 to 40 cm     From 4 to 10 km/h
The only blade recognized by agronomists

Retractable coupling

- Clearance at work
- Compact for transport
- Frame compactness

Performance Bridge framework

Common characteristics :     TCS blade 650  /  Bolt security  /  Signalisation of serie  /  Crutch : to secure manipulations  /  Front coupling cat.2 or 3  /  Back coupling : perfect parallelogram  /  Carbide tip series

Platinum
Version SR

Straight blades Curved blades

- Large passage for PTO
- Coupling safe

Maximum compactness : 35 cm

80 cm

Max. load
3 000 kg

Maximum compactness : 75 cm

80 cm

Max. load
2 200 kg

Frame
200x200 mm

Frame
120x200 mm

- Homogeneous soil loosening on the entire width
- Without «blockage effect»

- Without creation of clods

Machine presented in 4 m Machine presented in 3 m

Platinum



Your dealer

Silver Gold Platinum Platinum SR
Rigid

Model
Rétractables

Models
Rigids

Models

Working width 3,00 m 3,00 m 3,50 m 4,00 m 3,00 m 3,50 m 4,00 m 3,00 m 4,00 m

Weight (kg) 520 680 840 870 780 970 970 1 130 1 520

Power req. (hp) 80 - 140 90 - 210 120 - 210 140 - 210 100 - 210 110 - 225 140 - 265 100 - 210 140 - 265
Number of blades 4 4 6 6 4 6 6 4 6

Specifications

R O L L E R S

Ø450 and Ø526 Cage

Combimulch 30

Ø540 Flexi-Sem

C O M B I M U L C H  3 0

439 rue de l’Étang - Beaucé
44850 LIGNÉ - FRANCE

T. +33 (0)2 40 77 40 48
F. +33 (0)2 40 77 45 45

agrisem@agrisem.com
www.agrisem.com
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